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STEEL REINFORCEMENT TABLE

SEE NOTE 1
BAR BAR NUMBER BAR SKETCH
MARK SIZE | REQUIRED | LENGTH
BAR
V1 BARS | SIZE 15 8’0"
#5
SEE V1 DETAIL
H1 BARS #5 8 14’ -5" 14" —5"
H2 BARS #5 8 31" 31"
H3 BARS #5 4 T =2" T-2"
H4 BARS #5 2 6'—8ls" 6’ -8l
CROSS " 20 SIZE VARIES BASED ON
BARS (CB) LOCATION-CUT TO LENGTH
N N
S1 BARS #4 2 51" J "
SEE S1 DETAIL
3,
LDDBAgARs STEEL 4 661y
BAR
3/4
LOOP BARS | grep 4 6 —31
B BAR SEE LOOP BAR DETAILS

SEE NOTES 1, 2, 4.
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SEE NOTES 2. 3. 4
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OPTION 1 OPTION 2 ILJL
CONNECTION PIN STABILIZATION PIN
DETAILS DETAIL
SEE NOTES 2, 3. 5 SEE NOTES 2, 3, 5
NOTES:

1. MEET STANDARD SPECIFICATION 03211

REQUIREMENTS. USE COATED BAR.
2. USE STEEL ROD MEETING ASTM A 36.

3. HOT DIP GALVANIZE LOOP BARS,

PINS AFTER MANUFACTURIN

G.

FOR REINFORCING STEEL

CONNECTION PINS AND STABILIZATION

4. DO NOT HEAT REINFORCING STEEL OR LOOP BAR TO MAKE BENDS.
5. USE OF FORGED HEAD MEETING PLATE SIZE AND THICKNESS IS
ACCEPTABLE IN PLACE OF WELDED PLATE.
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